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WiFi 802. 11b/g/n Client and AP mode Client and AP mode
LTE: LTE:
B1/B2/B3/B4/B5 B1/B2/B3/B4/BS
B7/B8/B12/B13/B18 B7/B&8/B12/B13/B18
B19/B20/B25/B26 B19/B20/B25/B26

Frequency bands B28/B36/B39/B40/B41 B28/B38/B39/B40/B41
3G 3G:
B1/B2/B4 B1/B2/B4
B5/B6/B&/B19 B5/B6/B&/B19

Ports 5x GbE (4x LAN, 1x WAN), 1x USB 2.0

Power Supply 12-24 VDC +/- 20% LPS

Temp. Range -20°C to 65°C

Dimensions

111 x 95 x 28mm

Physical specs

Metal case, IP20, DIN rail mountable

Certifications CE, UL, FC
Warrenty 2 years
Find more about antenna’s and power supply in the concerning information sheets
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Power input

usB

Status LED

1. Ethernet cable connection

Connect an Ethernet cable
between the WAN connection
of the Router and your local
Internet access point. .

2. WIFI Connection

Screw the antenna to the SMA
antenna connector

> Connects automatically, after
power on, when EAS has
configured upfront the Router
with the local network name
(SSID) and password.

> Contact EAS Europe bv if the
WIFI connection is not pre-
configured

Factory reset button
SIM card slot (size 2FF)

Push down to eject

SMA antenna connector *

Wireless connection strength LED (Signal LED)

Four 1 GBps LAN ports

Internet / WAN port

3. 4G connection

> Screw the antenna to the
SMA antenna connector,
please read remark below:

> Connects automatically, after
power on, when EAS has
configured the Router with the
provider's APN (access point
name) and SIM card's PIN code
> Contact EAS Europe bv if the
4G connection is not pre-
configured.
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HOW
MUCH I

1S

1T?

EAS Part nr. Description List Price
Router for Ethernet
RADO1 1 WAN port, 4 Port 1GbE LAN switch, USB, 12-24vDC, 1DI, 8GB Flash, £ 1.521 | d4
FCC certified
Router for Ethernet and WiFi
RADDZ 1 WAN port, 4 Port 1GbE LAN switch, USB, 12-24vDC, 1DI, € 1738 | d4
built-in 2.4 Ghz WiFi, 8GB Flash, FCC certified
Router for Ethernet and 4G (global)
RADO3 1 WAN port, 4 Port 1GbE LAN switch, USB, 12-24vDC, 1DI, built-in 4G, € 1.939 | d4
8GB Flash, FCC certified
Router for Ethernet, WiFi and 4G (global)
RADD4 1 WAN port, 4 Port 1GbE LAN switch, USB, 12-24VDC, 1DI, built in 4G, £ 2156 | d4
built-in 2.4 Ghz WiFi, 8GB Flash, FCC certified
- Incl: power supply and direct mount antenna
- Excl: 4G routers excluding SIM card, price and specification on request
RAD-WA1 WiFi antenna, monopole 30mm direct mount to router, RP-SMA € 29,45 | d4
RAD-WA2 WiFi antenne, with 3m cable, lfor.screw mpunt on cabinet. € 14880 | ¢
Antenna for routers mounted inside a cabinet
RAD-CA1 LTE rotable antenna 7cm, screw mount direct to router € 40,30 | d4
LTE antenna 12cm, with 2m cable, for magnetic mount on cabinet.
REERAD Antenna for routers mounted inside a cabinet. - FAI (i
LTE antenna, wide band for USA, with 3m cable screw mount on cabinet.
RAD-CA3 Antenna for routers mounted inside a cabinet. € 14880 a4
Wall mount power supply. 24V connection suitable for router,
RAD-PST |5 pe plugged in a power outlet. § oAl
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CONTACT

EAS Europe B.V.

De Hooge Hoek 19A / 3927 GG Renswoude
Phone: +31 318 477 010 / The Netherlands
Info@EASchangesystems.com

EAS France S.A.R.L.

218, Voie Aristide Bergés / ZI Alpespace 73800 Sainte Héléne-du-Lac
Phone: +33 4 79 65 04 10 / France
easfr@EASchangesystems.com

EAS Mold & Die Change System, Inc.

N50 W13740 Qverview Dr Suite F / Menomonee Falls, Wl 53051 PO Box
1614 / Milwaukee WI 53201

Phone: +1262 783 7955 / United States of America
easus@EASchangesystems.com

Suzhou EAS Mold & Die Change Systems Co. Ltd.

N0.1188 Pangjin Road / Wujiang City / 215200
Phone: +86 5126 30 91 / PR China
sales-china@EASchangesystems.com

EAS MED S.r.L.

Via J. F. Kennedy, 19/C2 / 20871 Vimercate (MB)
Phone: +39 039 608 3816 / Italy
easmed@EASchangesystems.com




