Technical information

ERC Rocker Clamp

Air cylinder

(optional code ‘M’)

SpeC|ﬁcat|ons.
- double acting air cylinder
- available on 20, 40, 60, and 100 [kN] models
- fits in any T-slot according to DIN 650
- temperature range: -20° to + 80°C
- operating pressure: min. 6 [bar]
- operating medium: compressed air (1IS08573-1:2010)
- retracted position detection by reed switch:
-2 Wire
-3 [m] Cable
- advised to use in combination with proximity sensor (P)

ERC
T-slot Stro ke

ERC20 50,5 533 51,4
ERC20 2 2 35 18 9% 192 505 37 533 4 15 5 54 200 Ms
ERC40 18 18 28 166 931 2005 555 37 60 6 18 6 534 200 M5
ERC40 2 2 35 166 931 2005 555 37 60 6 18 6 524 200 MS
ERC60 22 2 35 239 926 2155 656 4 687 6 18 115 684 200 M6
ERC60 28 28 44 239 1051 203 656 47 687 6 18 15 684 200 M6
ERC100 2 2 35 29 1254 219 706 50 657 6 15 75 654 200 M6
ERC100 28 28 44 29 1329 215 706 50 657 6 15 75 654 200 M6
ERC Force Advance [N] @ 6 [bar] Force Retract [N] @ 6 [bar]
ERC20 67,9 50,9
ERC20 679 50,9
ERC40 1206 1037
ERC40 120,6 1037
ERC60 188,5 1583

i ERC60 188,5 1583

S ERC100 2945 274

g ERC100 2945 274
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